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Audio-Visual Equipment
Sirens (electrical), 212 Sirens (pneumatic), 208

Description: Electrical siren applicable for 
factories, ports, marine use etc.

Pneumatic siren applicable for fac 
tories, ports, marine use etc. For 
compressed air.

Voltage (AC, DC) 24, 220V AC/DC –

Air pressure: – 3.5 atm., 5.5 atm., 8.5 atm.

Consumption (Amps 
and Watt):

9.5, 1.9, 1.1, 3.4, 1.7A, 160, 270W –

m3/h: – 9, 11, 13

Frequency (Hz): 800, 1000 600, 800, 1000

Sound pressure  
(1m dB):

110, 115 110, 114, 118

Protection: IP54 (upright mounting only) IP54

Bells, 117 Bells, 118R Bells, 124

Description: White bakelite bell with dome of 
bright nickel plated steel, ø100mm.

Waterproof, grey bakelite bell with 
dome of grey enamelled steel, 
ø100mm.

Waterproof, black bell made out of 
corrosion protected light metal alloy 
with brass dome, ø200mm.

Voltage (AC, DC): 24V DC
24V AC

12, 24V DC
24, 220V AC

12, 24, 220V DC 
220V AC

Coil resistance 
(Ohms): 

1 × 4, 1 × 12, 1 × 50, 1 × 200 2 × 2.5, 2 × 5, 2 × 20, 2 × 80, 2000 2 × 9, 2 × 37, 2 × 25, 2 × 300, 
2 × 1200

Consumption (Amps): 0.6, 0.3, 0.2, 0.1 0.5, 0.3, 0.2, 0.08, 0.03 0.4, 0.3, 0.1, 0.05

Sound pressure  
(1m dB):

90 93, 96 100

Protection: IP20 IP54 IP54
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Audio-Visual Equipment
Diaphragm horns, 172 Diaphragm horns, 173

Description: Robust and waterproof diaphragm 
horns applicable for use in engine 
rooms, factories etc.

Robust and waterproof diaphragm 
horns applicable for use in engine 
rooms, factories etc.

Voltage (AC, DC) 24, 220V DC 220V AC

Coil resistance 
(Ohms):

2 × 1.5, 2 × 7, 2 × 50, 2 × 200 2 × 3, 2 × 50, 2 × 170

Consumption (Amps): 1.6, 0.8, 0.6, 0.3 1.2, 0.6, 0.3

Frequency (Hz): 300 100

Sound pressure 
(1m dB):

100 100

Protection: IP54 IP54


